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ABSTRACT 
 
 
 
 
 Cross-linked polyethylene (XLPE) is a one of the insulation materials in 
polymeric power cable. They are usually used in underground medium voltage 
cables. These cables are exposed to a significant risk of premature ageing and failure 
of polymeric cable. One of that phenomenons is water treeing. In this project, water 
tree has been modeled using MATLAB simulation while PSpice software was 
regarded as an experimental model. Time domain reflectomerty (TDR) is applied as 
a method to investigate the degradation and location due to the water tree. Five 
different geometries of cables with varied in two different length will be measured in 
this study. The simulation results show the wave propagation characteristics such as 
attenuation and velocity are important parameters as a benchmark to analyze the 
signals generated from PSpice software.  Moreover, in experimental model shows 
that the water tree can be defined by implemented the TDR method. It was found that 
the error percentage of simulation results and calculations is 9.06%. 
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ABSTRAK 
 
 
 
 
 Polietilen Hubung-Silang (XLPE) adalah salah satu daripada bahan penebat 
dalam  polimer kabel.  Ianya biasa digunakan dalam kabel bawah tanah bagi voltan 
sederhana.  Kabel ini terdedah kepada risiko penumbuhan pra-matang dan kegagalan 
kabel polimer. Pepohon air merupakan salah satu fenomena ini. Dalam kajian ini, 
pepohon air dimodelkan dengan menggunakan simulasi MATLAB manakala 
perisian Pspice sebagai eksperiment kajian. Oleh itu, ‘Time Domain 
Reflectomerty’(TDR) adalah kaedah untuk menyiasat degradasi dan lokasi pepohon 
air itu. Kajian ini diukur dengan menguji lima perbezaan geometri serta dua ukuran 
yang berbeza.  Hasil simulasi, menunjukkan ciri-ciri perambatan gelombang seperti 
pengecilan dan halaju adalah parameter adalah penting sebagai penanda aras untuk 
menganalisis isyarat yang dihasilkan dari perisian Pspice.  Selain itu, keputusan 
eksperimen menunjukkan, pepohon air boleh dilaksanakan dengan kaedah TDR. 
Peratusan kesilapan bagi hasil simulasi eksperiment dan pengiran ialah 9.06 %. 
.  
 
 
 
 
 
 
 
 
 
 
 
 
